
TOTAL SHINE

READ MATERIAL SAFETY DATA SHEET BEFORE USING.
KEEP OUT OF REACH OF CHILDREN.

Made in U.S.A.

Total Shine is a great final detail product with a silicone based coating
that is designed to treat vinyl, fabric, leather and polycarbonate
substrates. Specially formulated for vinyl, engine compartments, body
moldings and other polycarbonate substrates...even those hard to 
reach air conditioner ducts. Also for bumpers, bumper guards and
door jambs not made of rubber.
 
DIRECTIONS: Clean surface before use. Just spray on and buff or let
dry to a “like new” shine.

Avoid over spraying on flooring
as surface may become slippery.

Cautions: Frequent or prolonged contact may defat and dry the skin,
leading to discomfort and dermatitis. Intentional misuse by concen-
trating and inhaling the product can be harmful or fatal. Prolonged
inhalation may be harmful. Do not get this material in contact with
eyes or skin. Keep away from heat, sparks and flames. Do not
puncture or incinerate container. Do not expose to heat or store at
temperatures above 120°F (49°C) as container may burst. Avoid
prolonged exposure to sunlight. Use with adequate ventilation. FIRST 
AID: EYES: Immediately flush eyes with plenty of water for at least 15
minutes. Remove contact lenses, if present and easy to do. Continue
rinsing. Get medical attention immediately. SKIN: Wash off with warm
water and soap. Get medical attention if irritation develops or persists.
INHALATION: If symptoms develop move victim to fresh air. Call a
physician if symptoms develop or persist. INGESTION: Call physician
immediately. Do not induce vomiting without advice from poison
control center. If vomiting occurs naturally, have victim lean forward to
reduce risk of aspiration. KEEP OUT OF REACH OF CHILDREN. 
CONTAINS (CAS No.): Aliphatic Petroleum Solvent (64742-89-8),
Polydimethylsiloxane (63148-62-9), and Liquefied Petroleum Gas
(68476-86-8).

1355 West Oak Commons Lane, Unit B-1

DANGER:
EXTREMELY FLAMMABLE.

HARMFUL OR FATAL IF SWALLOWED.
MAY CAUSE EYE IRRITATION.

CONTENTS UNDER PRESSURE.
Read carefully other cautions

on back panel.

NET WT. 11 OZ.
(312 g)

USE ON:
• Vinyl

• Body Mouldings
• Engine Compartments
• Air Conditioner Ducts

• Polycarbonate Substrates

Part Number: 144001
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